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BEST AVAILABLE COPY 

Please CANCEL c laims *** 

Please AMEND the claims as follows: 



1 . (Currently Amended) In a Mobility Agent supporting Mobile IP, a method of 
registering a Mobile Node, comprising: 

receiving a Mobile IP registration request packet from the Mobile Node indicating 
that a key to be shared by the Mobile Node and an agent with which the Mobile Node is 
registering is requested, wherein the a gent with which the Mobile Node is registering is a 
ffoaneAflent; 

obtaining a key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering; 

storing the key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering; and 

sending a Mobile IP registration reply packet to the mobile node including the key to 
be shared by the Mobile Node and the agent with which the Mobile Node is registering. 

2. (Original) The method as recited in claim 1, wherein the agent withwhichthe 
Mobile Node is registering is the Mobility Agent, the method further comprising: 

creating a registration entry for the Mobile Node in a mobility binding table. 

3. (Original) The method as recited in claim 1 , wherein obtaining a key to be shared 
by the Mobile Node and the agent with which the Mobile Node is registering comprises: 
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composing a request packet including authentication information associated with the 
Mobile Node and a key request indicating that a key to be shared by the Mobile Node and the 
agent with which the Mobile Node is registering is requested; 

sending the request packet to a network device adapted for authenticating the Mobile 
Node; and 

receiving a reply packet from the network device in response to the key request, the 
reply packet including a key to be shared by the Mobile Node and the agent with which the 
Mobile Node is registering. 



4. (Original) The method as recited in claim 3, wherein the network device is on a 
home network associated wife die Mobile Node and wherein me Mobility Agent is on a 
foreign network to which the Mobile Node has roamed. 



5. (Original) The method as recited in claim 3, wherein the network device is a 
AAA server, wherein the request packet including the authentication information and the key 
request is a RADIUS access request packet, the RADIUS access request packet including an 
authentication attribute having the authentication information and a key request attribute 
having the key request 



6. (Currently Amended) The method as recited in claim 3, wherein the network device 
is an AAA server, wherein the reply packet is a RADIUS access accept packet, the RADIUS 
access accept packet including the kev to be sh ared bv the Mobile Node and the agent wife 
which the Mobile Node i s registering fi rst kev and feo gooond key. 

7. (Original) The method as recited in claim 1, wherein the Mobility Agent is 
adapted for functioning as a Foreign Agent and a Home Agent, the method further 
comprising: 
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sending an agent advertisement indicating that the Mobility Agent is configured for 
functioning as a Home Agent and a Foreign Agent. 



8. (Original) The method as recited in claim 7, wherein the agent advertisement 
further indicates an authentication domain associated with the Mobility Agent 

9. (Original) The method as recited in claim 7, wherein the agent advertisement 
further indicates that the Mobile Node should obtain an IP address from a DHCP server. 

10. (Original) The method as recited in claim 7, wherein the agent advertisement 
farther indicates that the Mobile Node should obtain an IP address from the agent with which 
the Mobile Node is registering, 

1 1 . (Original) The method as recited in claim 7, wherein the agent advertisement 
further indicates that the Mobile Node should obtain an IP address via the Mobility Agent. 

12. (Currently Amended) The method as recited in claim 1, wherein the Mobile IP 
registration reply packet indicates that the Mobile node needs to re-register with the agent 
with the key to be shared by the Mobile Node and the agent with which the Mobile Node is 
registering. 



13. (Original) The method as recited in claim 3, the reply packet including a first key 
to be provided to the agent with which the Mobile Node is registering and a second key to be 
provided to the Mobile Node, wherein the first key and die second key are each the key to be 
shared by the Mobile Node and the agent with which the Mobile Node is registering 
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14. (Currently Amended) The method as recited in claim 13, father comprising: 
obtaining the second key to be provided to the Mobile Node from the reply packet; 

and 

composing the Mobile IP registration reply packet, the Mobile IP registration reply 
packet comprising the second key to be provided to the Mobile Node. 

15. (Currently Amended) The method as recited in claim 14, wherein the Mobile IP 
registration reply packet further comprises a hash of the Mobile IP r egistration reply packet 
using the first key to be provided to the agent, the hash of the Mobile IPre gistratiari reply 
packet being provided in a first extension to the Mobile IP r egistration reply packet and the 
second key being provided in a second extension to the Mobile IP re gistration reply packet. 

16. (Original) The method as recited in claim 13, wherein the agent is the Mobility 
Agent, the method further 

decrypting the first key to be provided to the agent 

1 7. (Original) The method as recited in claim 1, wherein the agent with which the 
Mobile Node is registering is a Home Agent on a network to which the Mobile Node has 
roamed. 



18. (Original) The method as recited in claim 1, wherein the agent with which the 
Mobile Node is registering is a Home Agent to be dynamically assigned to the Mobile Node. 
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19. (CuiTently Amended) The method as recited in claim 1, wherein the Mobile g> 
registration request packet indicates that the agent with which the Mobile Node is registering 
is a Home Agent to be dynamically assigned to the Mobile Node and the Mobile IP 
registration reply packet identifies the agent with which the Mobile Node is registering. 

20. (Currently Amended) The method as recited in claim 19, wherein the Mobile IP 
registration reply packet further indicates that the agent is to be used by the Mobile Node in 
subsequent registration requests. 



21. (Currently Amended) The method as recited in claim 19, wherein the Mobile IP 
registration reply packet indicates that the Mobile Node is to obtain the agent from the 
Mobile IP registration reply packet 



22. (Original) The method as recited in claim 19, wherein the agent is a Home Agent 
on a network to which the Mobile Node has roamed. 



23. (Currently Amended) The method as recited in claim 19, wherein the Mobile IP 
registration reply packet indicates that the Mobile Node needs to re-register with the agent 
with the key. 



24. (Currently Amended) The method as recited in claim 23, further comprising: 

receiving a second Mobile IP r egistration request from the Mobile Node, the second 
Mobile ft> registration request being addressed to the agent with which the Mobile Node is 
registering; 

appending a key reply extension to the second Mobile IP re gistratioTi request, the key 
reply extension including the key; and 
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forwarding the second Mobile IP registration request to the agent with which the 
Mobile Node is registering. 



25. (Currently Amended) The method as recited in claim 24, further comprising: 

receiving a second Mobile J^registration reply ftom the agent with which the Mobile 
Node is registering; 

removing the key to be shared by the Mobile Node and the agent with which the 
Mobile Node is registering from storage; and 

forwarding the second Mobile ^ registration reply to the Mobile Node. 



26. (Currently Amended) In a Mobile Node, a method of registering with an agent 
supporting Mobile IP, comprising: 

composing a Mobile IP registration request having a key request extension requesting 
a key to be shared by the Mobile Node and the agent with which the Mobile Node is 
registering; 

sending the Mobile IP r egistration request to a Mobility Agent supporting Mobile IP; 

receiving a Mobile IP r egistration reply ftom the Mobility Agent, the Mobile IP 
registration reply indicating that the Mobile Node needs to re-register with the agent with 
which the Mobile Node is registering and having a key reply extension including the key to 
be shared by the Mobile Node and the agent with which the Mobile Node is registering, 
therein the agent with which the Mob ile Node is registering is a Home Agent: 

obtaining the key to be shared by the Mobile Node and the agent with which the 
Mobile Node is registering from the key reply extension of the Mobile IP r egistration reply; 
and 
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storing the key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering, thereby enabling the Mobile Node to subsequently register directly with 
the agent 



27. (Original) The method as recited in claim 26, wherein the agent with which the 
Mobile node is registering is the Mobility Agent. 



28. (Currently Amended) The method as recited in claim 26, further comprising: 

receiving an agent advertisement indicating an authentication domain associated with 
the Mobility Agent; and 

determining whether the authentication domain associated with the Mobility Agent is 
different from that of the Mobile Node; 

wherein composing a Mobile ^re gistration request having a key request extension is 
performed when it is determined that the authentication domain associated with the Mobility 
Agent is different from that of the Mobile Node. 

29. (Original) The method as recited in claim 28, wherein the agent advertisement 
further indicates that the Mobile Node should obtain an IP address from a DHCP server, the 
method further comprising: 

obtaining an IP address from a DHCP server. 



30. (Original) The method as recited in claim 28, wherein the agent advertisement 
further indicates that the Mobile Node should obtain an IP address from the Mobility Agent, 
the method further comprising: 

obtaining an IP address from the Mobility Agent. 
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3 1 . (Original) The method as recited in claim 26, wherein the Mobility Agent is 
configured for functioning as a Home Agent and a Foreign Agent, the method further 
comprising: 

receiving an agent advertisement from the Mobility Agent indicating that the Mobility 
Agent is configured for functioning as a Home Agent and a Foreign Agent. 



32, (Currently Amended) The method as recited in claim 26, the method further 
comprising: 

sending a subsequent Mobile IP registration request to the agent including a value 
associated with the key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering. 



33. (Currently Amended) The method as recited in claim 32, wherein the subsequent 
Mobile IP registration request comprises an authentication extension including a hash value 
of the key to be shared by the Mobile Node and the agent with which the Mobile Node i$ 
registering. 



34. (Currently Amended) The method as recited in claim 26, the Mobile IP r egistration 
reply further comprising an authentication extension, the method fhxther comprising; 

authenticating the Mobile IP registration reply using the authentication extension and 
the key to be shared by the Mobile Node and the agent with which the Mobile Node is 
registering, thereby verifying that the Mobile Node and the agent with which the Mobile node 
is registering both share the key to be shared by the Mobile Node and the agent with which 
the Mobile Node is registering. 
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35, (Original) The method as recited in claim 26, wherein the agent with which the 
Mobile Node is registering is a Home Agent on a network to which 1he Mobile Node has 
roamed. 



36. (Original) The method as recited in claim 26, wherein the agent with which the 
Mobile Node is registering is a Home Agent to be dynamically assigned to the Mobile Node. 



37. (Currently Amended) In a Mobile Node, a method of registering with an agent 
supporting Mobile IP, comprising: 

composing a first Mobile IP r egistration request that requests that a Home Agent be 
dynamically assigned to the Mobile Node; 

sending the first Mobile IP r egistration request to a Mobility Agent supporting Mobile 

IP; and 

receiving a Mobile IP registration reply from the Mobility Agent, the Mobile IP 
registration reply identifying a Home Agent that has been assigned to the Mobile Node. 

38. (Currently Amended) The method as recited in claim 37, further comprising: 

sending a second Mobile IP r egistration request to the Home Agent that has been 
assigned to the Mobile Node. 



39- (Currently Amended) The method as recited in claim 37, wherein the Mobile IP 
registration reply further identifies a key to be shared by the Mobile Node and the Home 
Agent that has been assigned to the Mobile Node, thereby enabling the Mobile Node to 
subsequently register directly with the Home Agent thai has been assigned to the Mobile 
Node. 
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40. (Currently Amended) The method as recited in claim 39, further comprising: 

obtaining tlie key to be shared by the Mobile Node and the Home Agent that has been 
assigned to the Mobile Node from the Mobile IP registration reply; and 

composing a second Mobile IP registration request including the key to be shared by 
the Mobile Node and the Home Agent that has been assigned to the Mobile node; 

sending the second Mobile IP registration request to the Home Agent that has been 
assigned to the Mobile Node. 



41 . (Currently Amended) The method as recited in claim 37, wherein the first Mobile IP 
registration request further indicates that a key to be shared by the Mobile Node and the 
Home Agent be generated. 



42. (Original) Ih network device adapted for performing authentication of a mobile 
node, a method of authenticating a registration request associated with a Mobile Node, 
comprising: 

receiving a request packet including authentication information associated with the 
Mobile Node and indicating that a Home Agent is to be assigned to the Mobile node; 

authenticating the Mobile Node using the authentication information; 

assigning a Home Agent to the Mobile Node, the Home Agent being located on a 
foreign network that the Mobile Node is visiting; and 

sending a reply packet identifying the Home Agent assigned to the Mobile Node. 
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43. (Original) The method as recited in claim 42, wherein the network device is a 
AAA server, wherein the request packet is a RADIUS access request packet and wherein the 
reply packet is a RADIUS access reply packet. 



44. (Currently Amended) hi a MohiKty Agent supporting Mobile IP, a method of 
registering a Mobile Node, comprising: 

receiving a Mofrfle ff> registration request packet from the Mobile Node indicating 
that a Home Agent with which the Mobile Node is to register is to be assigned to the Mobile 
Node; 

obtaining a Home Agent assignment, the Home Agent assignment identifying die 
Home Agent with which the Mobile Node is to register; and 

sending a Afobile JP registration reply packet to the Mobile Node identifying the 
Home Agent with which the Mobile Node is to register. 



45. (Original) The method as recited in claim 44, wherein the Home Agent with 
which the Mobile Node is registering is the Mobility Agent, the method further comprising: 

creating a registration entry for the Mobile Node in a mobility binding table. 



46. (Original) The method as recited in claim 44, wherein obtaining a Home Agent 
assignment comprises: 

composing a request packet including authentication information associated with the 
Mobile Node and indicating that a Home Agent with which the Mobile Node is registering is 
to be assigned to the Mobile Node 

sending the request packet to a network device adapted for authenticating the Mobile 
Node; and 
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receiving a reply packet from the network device, the reply packet identifying the 
Home Agent with which the Mobile Node is registering. 



47. (Original) Hie method as recited in claim 46, wherein the network device is a 
AAA server, wherein the request packet is a RADIUS access request p acket, the RADIUS 
access request packet including an authentication attribute having the authentication 
information and an attribute indicating that a Home Agent is to be assigned to the Mobile 
Node. 



48. (Original) The method as recited in claim 46, wherein the network device is an 
AAA server, wherein the reply packet is a RADIUS access accept packet, the RADIUS 
access accept packet identifying the Home Agent 



49. (Original) The method as recited in claim 44, wherein the Mobility Agent is 
adapted for functioning as a Foreign Agent and a Home Agent, the method further 
comprising: 

sending an agent advertisement indicating that the Mobility Agent is configured for 
functioning as a Home Agent and a Foreign Agent 



50. (Original) The method as recited in claim 49, wherein the agent advertisement 
further indicates an authentication domain associated with the Mobility Agent 



5 1 < (Original) The method as recited in claim 49, wherein the agent advertisement 
further indicates that the Mobile Node should obtain an IP address via the Mobility Agent 
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52. (Currently Amended) The method as recited in claim 44, wherein the Mobile IP 
registration reply packet forther includes a key to be shared by the Mobile node and the Home 
Agent with which the Mobile Node is registering. 



53. (Currently Amended) The method as recited in claim 52, wherein the Mobile q» 
registration reply packet further indicates that the Mobile node needs to re-register with the 
Home Agent with the key to be shared by the Mobile Node and the Home Agent with which 
the Mobile Node is registering. 



54. (Original) The method as recited in claim 52, the reply packet including a first 
key to be provided to the Home Agent with which the Mobile Node is registering and a 
second key to be provided to the Mobile Node, wherein the first key and the second key are 
each the key to be shared by the Mobile Node and the Home Agent with which the Mobile 
Node is registering- 



55* (Currently Amended) The method as recited in claim 54, further comprising: 

obtaining the second key to be provided to the Mobile Node from the reply packet; 

and 

composing the Mobile IP r egistration reply packet, the Mobile IP r egistration reply 
packet comprising the second key to be provided to the Mobile Node. 



56. (Currently Amended) The method as recited in claim 55, wherein the Mobile IP 
registration reply packet further comprises a hash of the first key to be provided to the agent, 
the hash of the first key being provided in a first extension to the Mobile IP re gistration reply 
packet and the second key being provided in a second extension to the Mobile IP r egistration 
reply packet. 
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57. (Original) The method as recited in claim 54, wherein the Home Agent i$ the 
Mobility Agent, the method further comprising: 

decrypting the first key to be provided to the Home Agent; and 

storing the first key. 

58. (Original) The method as recited in claim 44, wherein the Home Agent with 
which the Mobile Node is registering is a Home Agent on a network to which the Mobile 
Node has roamed* 



59* (Currently Amended) The method as recited in claim 44, wherein the Mobile IP 
registration reply packet further indicates that the Home Agent is to be used by the Mobile 
Node in subsequent Mobile IP registration requests. 

60. (Currently Amended) The method as recited in claim 44, wherein the Mobile IP 
registration reply packet indicates that the Mobile Node is to identify the Home Agent from 
the Mobile IP r egistration reply packet. 

61. (Currently Amended) The method as recited in claim 52, wherein the MobilelP 
registration reply packet indicates that the Mobile Node needs to re-register with the Home 
Agent with the key. 

62. (Currently Am en d ed) The method as recited in claim 61, fUxther comprising: 
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receiving a second MWeJZje&to^ request from the Mobile Node, the second 
M^ileffjegistiation request being addressed to the agent with which the Mobile Node is 
registering; 

appending a key reply extension to the second Mobik^registration request, the key 
reply extension including the key; and 

forwarding the second Mobile IP registration request to the Home Agent with which 
the Mobile Node is registering. 



63. (Currently Amended) Hie method as recited in claim 62, further comprising: 

receiving a second Mobile IP registration reply from the Home Agent with which the 
Mobile Node is registering; 

removing the key to be shared by the Mobile Node and the Home Agent with which 
the Mobile Node is registering from storage; and 

forwarding the second Mobile IP r egistration reply to the Mobile Node. 



64. (Currently Amended) In a Mobility Agent that supports Mobile IP, a method of 
registering a Mobile Node, comprising: 

receiving a Mobile IP registration request packet, the Mobile IP re gistration request 
packet having an extension including a key to be shared by the Mobility Agent and the 
Mobile Node, the Mobility Agent being a Home Agent on a foreign network to which the 
Mobile Node has roamed; 

obtaining the key from the extension of the Mobile IP r egistration request packet; 

storing the key, thereby enabling the Mobile Node to subsequently register directly 
with the Mobility Agent; 

authenticating the Mobile IP r egistration request packet using the key; 
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composing a Mobile IP registration reply packet: and 

sending a the Mobile fl> registration reply packet to the Mobile Node. 



(Original) The method as recited in claim 64, further comprising: 
decrypting the key. 



66. (Currently Amended) The method as recited in claim 64, wherein the Mobile IP 
registration request packet indicates that an IP address is requested, the method further 
comprising^ 

assigning an IP address to the Mobile Node; 

wherexa the jMobile ^registration reply packet includes the assigned IP address. 



67. (Currently Amended) A Mobility Agent supporting Mobile IP, the Mobility Agent 
being adapted for registering a Mobile Node, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for: 

receiving a Mobile IP registration request packet from the Mobile Node indicating 
that a key to be shared by the Mobile Node and an agent with which the Mobile Node is 
registering is requested, wherein the a gent with which the Mobile Node is registering is a 
Home Agent: 

obtaining a key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering; 

storing the key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering; and 
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sending a Mobile IP registration reply packet to the mobile node including the key to 
be shared by the Mobile Node and the agent with which the Mobile Node is registering. 

68. (Currently Amended) A computer-ieadable medium storing thereon computer 
readable instructions for registering a Mobile Node in a Mobility Agent supporting Mobile 
IP, comprising: 

instructions for receiving a Mobile IP re gistration request packet from the Mobile 
Node indicating that a key to be shared by the Mobile Node and an agent with which the 
Mobile Node is registering is requeste d^wherein fee agent with which the Mobile Node is 
registering i& a Home Agent; 

instructions for obtaining a key to be shared by the Mobile Node and me agent with 
which the Mobile Node is registering; 

instructions for storing the key to be shared by the Mobile Node and the agent with 
which the Mobile Node is registering; and 

instructions for sending a Mobile IP registration reply packet to the mobile node 
including the key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering, 

69. (Currently Amended) An apparatus adapted for register^ a Mobile Node in a 
Mobility Agent supporting Mobile IP, comprising; 

means for receiving a Mobile IP registration request packet from the Mobile Node 
indicating that a key to be shared by the Mobile Node and an agent with which the Mobile 
Node is registering is requested, wherein the agent wife which the Mobile Node is registering 
is a ifonre Agent; 

means for obtaining a key to be shared by the Mobile Node and the agent with which 
the Mobile Node is registering; 
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means for storing the key to be shared by the Mobile Node and the agent with which 
the Mobile Node is registering; and 

means for sending a MobjlaJQ^registration reply packet to the mobile node including 
the key to be shared by the Mobile Node and the agent with which the Mobile Node is 
registering. 



70. (Currently Amended) A computer-readable medium storing thereon computer 
readable instructions for registering a Mobile Node with an agent supporting Mobile IP, 
comprising: 

instructions for composing a Mobile IP re pistrarimt request having a key request 
extension requesting a key to be shared by the Mobile Node and the agent with which the 
Mobile Node is registering; 

instructions for sending the Mobile IP re gistration request to a Mobility Agent 
supporting Mobile IP; 

instructions for receiving a Mobile IP r egistration reply from the Mobility Agent, the 
registration reply indicating that the Mobile Node needs to re-register with the agent with 
which the Mobile Node is registering and having a key reply extension including the key to 
be shared by the Mobile Node and the agent with which the Mobile Node is registering, 
wfretefr ^ agent with which the Mobile Node is registeri n g is a Home Agent : 

instructions for obtaining the key to be shared by the Mobile Node and the agent with 
which the Mobile Node is registering from the key reply extension of the Mobile IP 
registration reply; and 

instructions for storing the key to be shared by the Mobile Node and the agent with 
which the Mobile Node is registering, thereby enabling the Mobile Node to subsequently 
register directly with the agent. 
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71. (Currently Amended) A Mobile Node adapted for registering with an agent 
supporting Mobile IP, comprising: 

means for composing a Mobile IP registration request having a key request extension 
requesting a key to be shared by the Mobile Node and the agent with which the Mobile Node 
is registerinft^wherem the agent with which the Mobile Node is register™* fa ^ Home Agent- 

means for sending the Mobile JP registration request to a Mobility Agent supporting 
Mobile IP; 

means for receiving a Mobile IP registration reply from the Mobility Agent, the 
Mobile IP registration reply indicating that the Mobile Node needs to re-register with the 
agent with which the Mobile Node is registering and having a key reply extension including 
the key to be shared by the Mobile Node and the agent with which the Mobile Node is 
registering; 

means for obtaining the key to be shared by the Mobile Node and the agent with 
which the Mobile Node is registering from the key reply extension of the Mobile IP 
registration reply; and 

means for storing the key to be shared by the Mobile Node and the agent with which 
the Mobile Node is registering, thereby enabling the Mobile Node to subsequently register 
directly with the agent. 



72. (Currently Amended) A Mobile Node adapted for registering with an agent 
supporting Mobile IP, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for: 

composing a Mobile IP registration request having a key request extension requesting 
a key to be shared by the Mobile Node and the agent with which the Mobile Node is 
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regfaterins, wherein the agent with which th* Node is ^^ ns is a H<mw a™*- 



sending the Mj^^registration request to a Mobility Agent supporting Mobile DP; 

receiving a Mobile I? r egistration reply from the Mobility Agent, the registration 
reply indicating that the Mobile Node needs to re-register with the agent with which the 
Mobile Node is registering and having a key reply extension including the key to be shared 
by the Mobile Node and the agent with which the Mobile Node is registering; 

obtaining the key to be shared by the Mobile Node and the agent with which the 
Mobile Node is registering from the key reply extension of the Mobile IP remstratinr. reply; 



storing the key to be shared by the Mobile Node and the agent with which the Mobile 
Node is registering, thereby enabling the Mobile Node to subsequently register directly with 
the agent. 



73. (Currently Amended) A computer-readable medium storing thereon computer- 
readable instructions for registering a Mobile Node with an agent supporting Mobile IP, 
comprising: 

instructions for composing a first Mobile IP registration request that requests that a 
Home Agent be dynamically assigned to the Mobile Node; 

instructions for sending the first Mobile IP registration request to a Mobility Agent 
supporting Mobile IP; and 

instructions for receiving a Mobile IP registration reply from the Mobility Agent; the 
registration reply identifying a Home Agent that has been assigned to the Mobile Node. 



74. (Currently Amended) A Mobile Node adapted for registering with an agent 
supporting Mobile IP, comprising: 
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means for composing a first Mpbtfe TP registration request that requests that a Home 
Ageat be dynamically assigned to the Mobile Node; 

means for sending the first Mobile ff registration request to a Mobility Agent 
supporting Mobile IP; and 

means for receiving a Mpfrjle JP registration reply from the Mobility Agent, the 
registration reply identifying a Home Agent that has been assigned to the Mobile Node. 



75. (Currently Amended) A Mobile Node adapted for registering with an agent 
supporting Mobile IP, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for: 

composing a first Mobile IP registration request that requests that a Home Agent be 
dynamically assigned to the Mobile Node; 

sending the first Mobile IP registration request to a Mobility Agent supporting Mobile 

IP; and 

receiving a Mobile IP registration reply from the Mobility Agent, the Mobile IP 
registration reply identifying a Home Agent that has been assigned to the Mobile Node. 

76. (Currently Amended) A network device adapted for authenticating a registration 
request associated with a Mobile Node, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for; 

receiving a request packet including authentication information associated with the 
Mobile Node and indicating that a Home Agent is to be assigned to the Mobile node; 
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authenticating the Mobile Node using the authentication information; 

assigning a Home Agent to the Mobile Node, the Home Agent being located on t 
foreign network that the Mobile Node is visiting; and 

sending a reply packet identifying the Home Agent assigned to the Mobile Node. 



77. (Currently Amended) A computer-readable medium storing thereon instructions for 
registering a Mobile Node by a Mobility Agent supporting Mobile IP, comprising: 

instructions for receiving a Mobile IP registration request packet from the Mobile 
Node indicating that a Home Agent with which the Mobile Node is to register is to be 
assigned to the Mobile Node; 

instructions for obtaining a Home Agent assignment, the Home Agent assignment 
identifying the Home Agent with which the Mobile Node is to register, and 

instructions for sending a Mobile IP registration reply packet to the Mobile Node 
identifying die Home Agent with which the Mobile Node is to register. 



78. (Currently Amended) A Mobility Agent supporting Mobile IP and adapted for 
registering a Mobile Node, comprising: 

means for receiving a Mobile IP registration request packet from the Mobile Node 
indicating that a Home Agent with which the Mobile Node is to register is to be assigned to 
the Mobile Node; 

means for obtaining a Home Agent assignment, the Home Agent assignment 
identifying the Home Agent with which the Mobile Node is to register, and 

means for sending a Mobile IP re jrislration reply packet to the Mobile Node 
identifying the Home Agent with which the Mobile Node is to register. 
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79. (Currently Amended) A Mobility Agent supporting Mobile IP and adapted for 
registering a Mobile Node, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for: 

receiving a Mpfrile IP r egistration request packet fiom the Mobile Node indicating 
that a Home Agent with which the Mobile Node is to register is to be assigned to the Mobile 
Node; 

obtaining a Home Agent assignment, the Home Agent assignment identifying the 
Home Agent with which the Mobile Node is to register; and 

sending a Mofrjfc y registration reply packet to the Mobile Node identifying the 
Home Agent with which the Mobile Node is to register. 

80* (Currently Amended) A computer-readable medium storing thereon computer- 
readable instructions for registering a Mobile Node in a Mobility Agent that supports Mobile 
IP, comprising: 

instructions for receiving a Mobile IP registration request packet, the registration 
request packet having an extension including a key to be shared by the Mobility Agent and 
the Mobile Node, the Mobility Agent being a Home Agent on a foreign network to which the 
Mobile Node has roamed; 

instructions for obtaining the key from the extension of the Mobile IP re gistration 
request packet; 

instructions for storing the key, thereby enabling the Mobile Node to subsequently 
register directly with the Mobility Agent; 

instructions for authenticating the Mobile TP r egistratirm request packet using the key; 

and 

instructions for sending a Mobile IP registration reply packet to the Mobile Node. 
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81. (Currently Amended) A Mobility Agent that supports Mobile IP and adapted for 
registering a Mobile Node, comprising: 

means for receiving a MobileJP registration request packet, the registration request 
packet having an extension including a key to be shared by the Mobility Agent and the 
Mobile Node, the Mobility Agent being a Home Agent on a foreign network to which the 
Mobile Node has roamed.; 

means for obtaining the key from the extension of the Mobile IP r egistration request 

packet; 

means for storing the key, thereby enabling the Mobile Node to subsequently register 
directly with the Mobility Agent; 

means for authenticating the Mobile IP registration request packet using the key; and 
means for sending a Mobile IP re gistration reply packet to the Mobile Node. 



82. (Currently Amended) A Mobility Agent that supports Mobile IP and adapted for 
registering a Mobile Node, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for: 

receiving a Mobile registration request packet, the Mobile IP registration request 
packet having an extension including a key to b e shared by the Mobility Agent and the 
Mobile Node, the Mobility Agent being a Home Agent on a foreign network to which the 
Mobile Node has roamed.; 

obtaining the key from the extension of the Mobile IP registration request packet; 
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storing the key, thereby enabling the Mobile Node to subsequently register directly 
with the Mobility Agent; 

authenticating the Mobile IP registration request packet using the key; and 
sending a Mobil? R» registration reply packet to the Mobile Node. 
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